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3. 	 Spills: Appropriate measures necessary to prevent spills and to cleanup spills of 
any toxic, hazardous, or other pollutants shall be taken. Procedures for materials 
handling, storage, and the cleaning up of spills must be specified in the NMP and 
the necessary equipment to implement clean up shall be made available to facility 
personnel. All spills and clean-up activities must be documented and all 
documentation of spills and clean-up must be kept with the NMP. 

4. 	 Employee Training: Employees responsible for permit compliance must be 
regularly trained or informed of any information pertinent to the proper operation 
and maintenance of the facility and waste disposal. Training shall include topics 
such as land application of wastes, proper operation and maintenance of the 
facility, good housekeeping and material management practices, necessary record
keeping requirements, and spill response and clean up. The permittee is 
responsible for determining the appropriate training frequency for different levels 
of personnel and the NMP shall identify dates for such training. 

IV. 	 INSPECTION, MONITORING, RECORDKEEPING, AND REPORTING 

A. 	 Inspection, Monitoring, and Recordkeeping 

The permittee shall inspect, monitor, and record the results of such inspection and 
monitoring in accordance with Table IV-A: 

!
, 

Table IV-A NPDESCAFO Permit Record Keeping Requirements 

Parameter '",' 
Units Frequency c 

Permit and NMP (Note: Required by the NPDES CAFO Regulation  applicable to all CAFOs) 

I The CAFO must maintain on-site a copy of the current NPDES pennit, 
i including the pennit authorization notice. 

N/A Maintain at all 
times 

The CAFO must maintain on-site a current site specific NMP that reflects 
existing operational characteristics. The operation must also maintain on-
site all necessary records to document that the NMP is being properly 
implemented with respect to manure and wastewater generation, storage 
and handling, land application, and all other minimum practices described 
in 40 CFR 122.42(e). 

N/A Maintain at all 
times 

Soil and Manure/\Vastewater Nutrient Analysis (Note: Required by the CAFO ELG - applicable to Large CAFOs) 

Analysis of manure, litter, and process wastewater to detennine nitrogen 
and phosphorus content.) 

ppm At least annually 
Pounds/ton after initial 

sampling 

Analysis of soil in all fields where land application activities are conducted 
to detennine nitrogen and phosphorus content. 1 

ppm At least annually 
after initial 
sampling 
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Table IV~A NPpES CAFO Pe.rmit Record Keeping Requirements 
... 

" . 
.... 

Parameter ........ . Units Frequency 

Operation and Maintenance (Note: Required by the CAFO ELG  applicable to Large CAFOs) 

Visual inspection of all storm water diversion devices, runoff diversion 
structures, and devices channeling contaminated storm water to 
wastewater and manure storage and containment structures. 

N/A Weekly 

Visual inspection ofall water lines N/A Daily 

V isual inspection of manure, litter, and process wastewater impoundments, 
including documentation of depth of manure and process wastewater in all 
liquid impoundments 

Feet Weekly 

Documentation of all corrective actions taken. Deficiencies not corrected 
within 30 days must be accompanied by an explanation of the factors 
preventing immediate correction. 

N/A As necessary 

Documentation of animal mortality handling practices N/A As necessary 

Design documentation for all manure, litter, and wastewater storage structures including the following information: 

• Volume for solids accumulation Cubic yards/gallons 
• Design treatment volume Cubic yards/gallons 

Once in the permit 

• Total design storage volume} Cubic yards/gallons 
term unless revised 

• Days of storage capacity Days 

Documentation of all overflows from all manure and wastewater storage structures including: (Note: Required by the 
NPDES Regulation  applicable to all CAFOs) 

• Date and time of overflow Month/day/year Per event 
• Estimated volume of overflow Total gallons Per event 
• Analysis ofoverflow (as required by the Permitting Authority) Per event ppm 

Land Application (Note: Required by the CAFO ELG  applicable to Large CAFOs) 

For each application event where manure, litter, or process wastewater is applied, documentation of the following by 
field: 

• Date of application Month/day/year Daily
• Method of application N/A Daily
• Weather conditions at the time of application and for 24 hours N/A Daily

prior to and following application 
• Total amount ofnitrogen and phosphorus applied4 

Pounds/acre Daily 

Documentation of the crop and expected yield for each field Bushel/acre Seasonally 

Documentation of the actual crop planted and actual yield for each field 

Documentation of test methods and sampling protocols used to sample and 
analyze manure, litter, and wastewater and soil. 

N/A Once in the permit 
term unless revised 

Documentation of the basis for the application rates used for each field 
where manure, litter, or wastewater is applied. 

N/A Once in the permit 
term unless revised 

i 
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Documentation showing the total nitrogen and phosphorus to be applied to 
each field including nutrients from the application of manure, litter, and 
wastewater and other sources 

Pounds/acre Once in the permit 
term unless revised 

, Documentation ofmanure application equipment inspection N/A Seasonally 
! 

Manure Transfer (Note: Required by the NPDES CAFO Regulation  applicable to Large CAFOs) 

For all manure transfers the CAFO must maintain the following records: 

• Date of transfer 
• Name and address of recipient 
• Approximate amount of manure, litter, or wastewater transferred 

N/A 
N/A 
Tons/gallons 

As necessary 
As necessary 
As necessary 

I Refer to the state nutrient management technical standard for the specific analyses to be used. 
2 Visual inspections should take place daily during the course of normal operations. The completion of such inspection should be 
documented in a manner appropriate to the operation. Some operations may wish to maintain a daily log. Other operations may 
choose to make a weekly entry, when they update other weekly records that required daily inspections have been completed. 
3 Total design volume includes normal precipitatIon less evaporation on the surface of the structure for the storage period, normal 

runoff from the production area for the storage period, 25-year, 24-hour precipitation on the surface of the structure, 25-year, 24
hour runoff from the production area, and residual solids. 

4 Including quantity/volume of manure, litter, or process wastewater applied and the basis for the rate of phosphorus application. 


B. 	 Notification of Unauthorized Discharges Resulting from Manure, Litter, and 
Process Wastewater Storage, Handling, On-site Transport and Application 

1. 	 If, for any reason, there is an unauthorized discharge of pollutants to a water of 
the United States, the permittee is required to make immediate oral notification 
within 24-hours to the EPA Region 10, NPDES Compliance Unit, Office of 
Compliance and Enforcement, Seattle, WA at 206-553-1846 and notify ISDA, the 
appropriate DEQ regional office, and the appropriate county authorities in 
writing, within five (5) working days of the discharge of pollutants to a water of 
the United States from the facility. In addition, the permittee shall keep a copy of 
the notification submitted to the EPA and ISDA together with the other records 
required by this permit. The discharge notification shall include the following 
information: 

a. 	 A description of the discharge and its cause, including a description of the 
flow path to the receiving water body and an estimate of the flow and 
volume discharged; and 

b. 	 The period ofnon-compliance, including exact dates and times, the 
anticipated time it is expected to continue, and steps taken or planned to 
reduce, eliminate and prevent recurrence of the discharge. 




